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For 

  HCC South Campus Recreational Complex  
HOUSTON COMMUNITY COLLEGE 

May 28, 2013 
The following items modify the plans and specifications and shall become a part of the contract documents. 
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GENERAL DATA 
 

A. Refer to the attached PPG Manufacture’s Data Sheet confirming the scheduled Insulating Glass Units 
with Laminated Outdoor Glass availibility to meet the required (SHGC) performance Solar Values. 

 
ITEM NO.1 
 
A. Add the following Revised Drawings to Contract Documents: 
    a. Architecture:    G-0.1- Code Analysis and Overall Life Safety Plan 
                               A-1.0 – Overall Floor Plan 
                               A-1.1 – Overall Clerestory Plan 
                               A-1.2 – Overall Detail Map Floor Plan 
                               A-3.0 -  Roof Plan 
                               A-3.1 – Roof Details 
                               A-4.0 – Exterior Elevations 
                               A-4.1 – Exterior Elevations 
                               A-4.2 -  Exterior Elevations 
                               A-5.0 -  Building Sections 
                               A-5.1 -  Building Sections 
                               A-6.0 -  Wall Sections 
                               A-6.1 -  Wall Sections 
                               A-6.3 -  Wall Sections 
                               A-8.0 -  Interior Elevations                 
 
    b. Civil:                C-4.01 – Utility Layout 
                               C-6.00 -  Grading Plan 
                               C-7.00 -  Grading Plan 
                               C-10.00 – Storm Sewer Layout 
                
     
     c. Landscape:     L2.02- Plaza Enlarged Layout Plan 
                               L3.03- Backstop & Dugout Details I 
                               L3.06- Backstop & Dugout Details II 
                               L5.01- Irrigation Mainline Diagram 
                               L5.02- Irrigation Plan 1 of 3 
                               L5.03- Irrigation Plan 2 of 3 
                               L5.04- Irrigation Plan 3 of 3 
                               L8.01- Planting Plan 1 of 2 
                               L8.02- Planting Plan 2 of 2 
 
                               ESP1.0- Overall Electrical Site Plan 
                               E2.0- Specifications /Riser 
                               E3.0- One Line Diagram/ Schedules 
                               E4.0- Electrical details 
                               E5.0- Electrical Schedules 
                               E6.0- Electrical Notes 
                               E7.0-Light Poles and Lighting Notes 
                               E8.0-Controller Specifications and Loads 
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       d.  Structural:  S1.10- Foundation Plan      

                   
                        

ITEM NO.2 
 
A. Add the following Specification Section to Contract Documents: 
     a. Architecture: Specification Section- 10 11 40 – Slotted Panel System  
     
 
 

End of Addendum #3 
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HCC-South Campus-Recreational Complex
Houston, Texas Issue for Bid & Permit
AT3 Project No. 10500 Addendum #3 - 5/28/2013

PART 1   GENERAL     

1.01 SUMMARY 

A. This section includes requirements for a prefinished slotted panel system complete with
shelving.

B. Related Work:  Coordinate the slotted panel system requirements of this section and
drawings with related work to properly execute the Work in accordance with the Project
Schedule.  Sections which contain requirements that relate to panel system include but
are not limited to the following:
1. Section 06 10 00 - Rough Carpentry
2. Sections in Division 08 for doors and frames.
3. Sections in Division 09 for floor, wall and ceiling finishes.
4. Section 09 25 00 - Interior Gypsum Board
5. Section 09 91 00 - Painting

C. Related Documents: Houston Community College (HCC) Uniform General Conditions,
Supplementary General Conditions and Division 1 Specifications, including Drawings
and provisions of Contract.

1.02 REFERENCE STANDARDS

A. Requirements for reference standards are specified in HCC Division 1.

B. American Society for Testing and Materials:
1. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building

Materials.

1.03 QUALITY ASSURANCE

A. Manufacturer Qualification: Manufacturer shall be regularly engaged in manufacturing
and marketing the type of slotted panel system required to meet Project requirements
and conditions, and have the facilities capable of meeting all requirements of Contract
Documents and warranty.  
1. Products and materials used in manufacturing shall be free of lead, asbestos,

polychlorinated biphenyls (PCB) or other types of hazardous materials.

B. Installer Qualification: Slotted panel system shall be installed by skilled workers
thoroughly experienced in the type of panel system required for this Project using
materials, products and method of installation which do not contain lead, asbestos,
PCB or other types of hazardous materials.

dfloran
Typewritten Text
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1.04 SUBMITTALS

A. Shop Drawings:  Submit in accordance with HCC Division 1 to include but not be
limited to the following:
1. All information and details indicating full compliance with Contract Documents.
2. Elevations, plan views, large scale details and dimensions required for complete

installation, including groove spacings, shelving detail, and type of finish and
color.

3. Method of securing panel system to walls including type and locations of fastener,
type and location of glue behind panels.

B. Manufacturer's Product Data:  Submit in accordance with HCC Division 1.  Technical
information specified in this section shall be clearly marked in data required for this
work.  Information and manufacturer's published recommendations required to meet
Contract Documents shall be clearly marked and identified to indicate full compliance
with contract requirements.  Submit data for the following:
1. Slotted panel system with complete description and installation recommendations.
2. Available colors and patterns for plastic laminate.
3. Description of aluminum trim with available finishes.

C. Samples: Submit the following in accordance with HCC Division 1:
1. Two 12" x 12" samples of slotted panel for verification.
2. Two 12" long samples of aluminum trim.
3. Two complete sets of color chips representing manufacturer’s full range of

available colors and patterns.

1.05 DELIVERY, STORAGE, HANDLING

A. Slotted paneling and accessories shall be delivered, stored and handled in accordance
with HCC Division 1, and manufacturer’s recommendations.
1. Do not deliver items for paneling work until building conditions are adequate to

prevent damage by moisture, dampness, excessive humidity, extreme dryness,
heat or cold.

2. Do not deliver items until wet work, painting, grinding and similar work which could
soil or damage the paneling have been completed.

3. Store paneling items indoors, in ventilated areas, within temperature range
required and recommended by manufacturer.

B. Damaged slotted panels and items shall be removed from Project site and replaced
with new items at no additional cost to Owner.

1.06 WARRANTY

A. General:  Warranty for slotted panel system shall not deprive Owner of other rights the
Owner may have under other provisions of the Contract Documents.  Panel warranty
shall be in addition to, and run concurrent with, other warranties made by Contractor
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under requirements of the Contract Documents.

B. Warranty for slotted panel system shall be in compliance with HCC Division 1.

PART 2   PRODUCTS

2.01 MANUFACTURERS 

A. General: For the purpose of establishing the minimum functional, aesthetic and quality
standards required for slotted panel system, products of the following manufacturer are
specified:
1. Slatwall Systems Phoenix, AZ 1-888-454-1233

B. Substitutions:  Slotted panel system of the following, and other manufacturers, is
acceptable only after full compliance with requirements of this section, HCC Division
01 and Contract Documents:
1. Marlite Dover, OH 1-330-343-6621

2.02 SLOTTED PANEL SYSTEM

A. System Type:  Slatwall System fabricated of fiberboard and plastic laminate grooved
to receive standard-sized fixture-mounting brackets and shelves, complete with trim.
1. Fiberboard: Medium density (MDF), 48 pcf density, internal bond strength of 110

psi, 250-275 pounds screw holding strength at edge.
2. Flame Spread:   200 maximum, Class C, Class III, ASTM E84-94.

B. Groove Finish:   Extruded aluminum T-shaped insert, mill finish.

C. Panel Size: As noted on Drawings, to be verified with Architect.

D. Panel Finish: High-pressure plastic laminate, 0.015 inch thick, bonded to substrate with
hot-melt process.
1. Color/Pattern: As scheduled on Drawings, to be verified and approved by

Architect.

E. Panel Trim: Aluminum type with mill finish required on all sides of panels.

F. Shelves:   3/4" thick particleboard, finished two sides with plastic laminate, edgebanded
four sides.

2.03 ACCESSORIES

A. General: Slotted panel system shall be complete with materials recommended and
required by manufacturer for compliance with Architect’s requirements and Project
conditions.
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B. Attachments:  Shall be of types specially designed for metal studs and wood blocking,
and be of types and sizes recommended by Panel Manufacturer.
1. Concrete Masonry Conditions: Provide required attachments.

C. Glue: Type recommended by Paneling Manufacturer for use with specific site
conditions.

PART 3   EXECUTION

3.01 PREPARATION

A. General:  Examine substrates, with Installer present, for compliance with requirements
for panel tolerances and other conditions affecting installation and performance of
slotted panel system.
1. Clean the substrates of projections and substances detrimental to panel

installation.

B. Before installation, panels shall be conditioned to the average prevailing humidity
conditions in area of installation as recommended by manufacturer.

C. Do not begin installation until building is completely enclosed and interior conditions are
being maintained within temperature range recommended by Panel Manufacturer.

D. Unsatisfactory conditions shall be reported in writing to Architect.  Do not proceed with
panel work until unsatisfactory conditions detrimental to the proper completion of the
work have been corrected and reviewed with Architect.
1. Beginning of panel work implies General Contractor and Installer have inspected

and accept the substrate and Project conditions as being properly prepared in
accordance with Panel Manufacturer’s published installation specifications for
compliance with Contract Documents.

E. Provide protection of existing surfaces during installation of panel system.

F. Hazardous Material:  Products, materials and methods used in the installation of  panel
system shall be free of lead, asbestos or PCB.

3.02 INSTALLATION

A. General:  Perform panel work in accordance with approved shop drawings, Contract
Documents and manufacturer’s recommendations and requirements.

B. Attachment:  Method of securing panel system to substrate shall be in strict compliance
with Panel Manufacturer’s recommendations and as required to meet Project
conditions and requirements.
1. Screw and glue panel installation for maximum capacity.  Paneling must be
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secured directly to wall studs and solid blocking.  
2. Not Acceptable:  Attachment directly to gypsum board without stud or blocking

backup.
3. Avoid contamination of panel faces with adhesives, solvents and cleaners.

C. The completed panel installation shall be in true alignment vertically and horizontally,
accurately fitted and tightly secured to substrate.

3.03 CLEANING AND PROTECTION

A. Clean the completed panel system of dust, dirt and other contaminants.  Coordinate
with manufacturer’s recommendations.
1. Do not use abrasive cleaners and cleaning methods including steel wool.
2. Remove debris and leave areas neat and clean.
3. Coordinate with cleaning requirements specified in HCC Division 1 .

B. Provide protection for completed panel installation from damage for duration of
construction activities.  Provide protection and maintain conditions that ensure  panel
system without damage or deterioration at the Time of Substantial Completion. 
1. Damaged panels shall be repaired or replaced as required and approved by

Architect and Owner at no additional cost to Owner.
2. Coordinate with protection requirements specified in HCC Division 1.

END OF SECTION
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